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KCTP3 120280.GPJ July 12, 2012

LOG OF EXPLORATION PIT NO. EP-1

£ This log is part of the report prepared by Associated Earth Sciences, Inc. (AESI) for the named project and should be
= read together with that report for complete interpretation. This summary aﬁplies only to the location of this trench at the
e time of excavation. Subsurface conditions may change at this location with the passage of time. The data presented are
[a] a simplfication of actual conditions encountered.
DESCRIPTION
Sod / Topsoil
1 Weathered Vashon Lodgement Till
Loose, moist, reddish brown, silty SAND, with gravel, scattered roots, scattered cobbles.

9 ] Becomes medium dense and tan, with no roots helow 1.5 feet.

. Vashon Lodgement Till

4 Very dense, moist, grayish tan, silty SAND, with gravel (SM).
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Bottom of exploration pit at depth 6 feet

7 —1 Noseepage. No caving.
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KCTP3 120280.GPJ July 24, 2012

LOG OF EXPLORATION PIT NO. EP-2

Depth (ft)

DESCRIPTION

This log is part of the report prepared by Associated Earth Sciences, Inc. (AESI) for the named project and should be
read together with that report for complete interpretation. This summary applies only to the location of this trench at the
time of excavation. Subsurface conditions may change at this location with the passage of time. The data presented are
a simplfication of actual conditions encountered.

Sod / Topsoil

Weathered Vashon Lodgement Till

Loose, moist, reddish brown, silty SAND, with gravel (SM); scattered cobbles; abundant roots from
| 0to 2 feet.
Becomes medium dense ant tan below 2.5 feet.

Vashon Lodgement Till
| Very dense, moist, grayish tan, silty SAND, with gravel (SM).
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Bottom of exploration pit at depth 6 feet
7 T No seepage. No caving.
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KCTP3 120280.GPJ July 24, 2012

LOG OF EXPLORATION PIT NO. EP-3

E This log is part of the report prepared by Associated Earth Sciences, Inc. (AESI) for the named project and should be
= read together with that report for complete interpretation. This summary applies only to the location of this trench at the
g time of excavation. Subsurface conditions may change at this location with the passage of time. The data presented are
] a simplfication of actual conditions encountered.
DESCRIPTION
Sod / Topsoil
1 - Weathered Vashon Lodgement Till
g Loose, moist, reddish brown, silty SAND, with gravel (SM).
3 Becomes medium dense and tan below 2.5 feet.
Vashon Lodgement Till
f Very dense, moist, grayish tan, silty SAND, with gravel, scattered cobbles.
5 —
6 Bottom of exploration pit at depth 5.5 feet
No seepage. No caving.
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LOG OF EXPLORATION PIT NO. EP-4

KCTP3 120280.GPJ July 12, 2012

£ This log is part of the report prepared by Associated Earth Sciences, Inc. (AESI) for the named project and should be
£ read together with that report for complete interpretation. This summary aﬁplies only to the location of this trench at the
& time of excavation. Subsurface conditions may change at this location with the passage of time. The data presented are
[a a simplfication of actual conditions encountered.
DESCRIPTION
Sod / Topsoil
1 Weathered Vashon Lodgement Till
" Loose, moist, reddish brown, silty SAND, with gravel (SM). A
Becomes medium dense and tan below approximately 2 feet, scattered cobbles.

2 Vashon Lodgement Till

4 Very dense, moist, grayish tan, silty SAND, with gravel (SM); scattered cobbles.

5

Bottom of exploration pit at depth 5 feet

6 | Noseepage. No caving.
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LOG OF EXPLORATION PIT NO. EP-5

KCTP3 120280.GPJ July 12, 2012

= This log is part of the report prepared by Associated Earth Sciences, Inc. (AESI) for the named project and should be
£ read together with that report for complete interpretation. This summary applies only to the location of this trench at the
B time of excavation. Subsurface conditions may change at this location with the passage of time. The data presented are
a a simplfication of actual conditions encountered.
DESCRIPTION
Forest Duff / Topsoil
- Weathered Vashon Lodgement Till
Loose, very moist, brown, silty SAND, with gravel, abundant roots (SM).
2 =
3 Wet at base.
Vashon Lodgement Till
4 Very dense, very moist, grayish tan, silty SAND, with gravel (SM).
Becomes moist, contains scattered cobbles and boulders.
5 -
6 Bottom of exploration pit at depth 5.5 feet
Slow seepage at 3 feet. No caving.
7 —
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T F‘%ﬁ t@ e 71012

Logged by: TJP
Approved by: ﬂp




KCTP3 120280.GPJ July 12, 2012

LOG OF EXPLORATION PIT NO. EP-6

£ This log is part of the report prepared by Associated Earth Sciences, Inc. (AESI) for the named project and should be
= read together with that report for complete interpretation. This summary aﬁplies only to the location of this trench at the
2 time of excavation. Subsurface conditions may change at this location with the passage of time. The data presented are
0 a simplfication of actual conditions encountered.
DESCRIPTION
Forest Duff / Topsoil
- Weathered Vashon Lodgement Till
Loose, very moist, reddish brown, silty SAND, with gravel, abundant roots (SM).
2 |
Wet at base.
3 _ Vashon Lodgement Till
Very dense, very moist, grayish tan, silty SAND, with gravel, scattered cobbles (SM).
4 =
5 ]
6 Bottomn of exploration pit at depth 5.5 feet
No seepage but sediments at base of weathered soil horizon (2.5 feet depth) appear close to saturated. No caving.
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LOG OF EXPLORATION PIT NO. EP-7

KCTP3 120280.GPJ July 12, 2012

£ This log is part of the report prepared by Associated Earth Sciences, Inc. (AESI) for the named project and should be
= read together with that report for complete interpretation. This summary applies ‘only to the location of this trench at the
2 time of excavation. Subsurface conditions may change at this location witﬁ the passage of time. The data presented are
) a simplfication of actual conditions encountered.
DESCRIPTION
Forest Duff / Topsoil
1 Weathered Vashon Lodgement Till
Loose, very moist, reddish brown, silty SAND, with gravel (SM).
5 Becomes very moist below 1.5 feet.
Abundant roots from 0 to 2.5 feet.
5 Vashon Lodgement Till
Dense to very dense, very moist, grayish tan, silty SAND, with gravel, scattered cobbles (SM).
4 =
5 =
6 Bottom of exploration pit at depth 5.5 feet
No seepage. No caving.
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KCTP3 120280.GPJ July 24, 2012

LOG OF EXPLORATION PIT NO. EP-8

= This log is part of the report prepared by Associated Earth Sciences, Inc. (AESI) for the named project and should be
S read together with that report for com[er!e interpretation. This summary gﬁplles only to the location of this trench at the
2 time of excavation. Subsurface conditions may change at this location with the passage of time. The data presented are
[ a simplfication of actual conditions encountered.
DESCRIPTION
Forest Duff / Topsoil
. Weathered Vashon Lodgement Till
Loose, very moist, reddish brown, silty SAND, with gravel, scattered cobbles (SM).
5 Abundant roots from 0 to 2 feet.
Becomes medium dense and tan below 2 feet.
3 Vashon Lodgement Till
Very dense, very moist, grayish tan, silty SAND, with gravel, scattered cobbles (SM).
47 Becomes wet at approximately 4 feet.
5
6
7 Bottom of exploration pit at depth 6.5 feet
Slow seepage at 4 feet. No caving.
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Monroe, WA

Associated Earth Sciences, Inc. Project No. KE120280A
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LOG OF EXPLORATION PIT NO. EP-9

KCTP3 120280.GPJ July 12, 2012

£ This log is part of the report prepared by Associated Earth Sciences, Inc. (AESI) for the named ipron;-ct and should be
5 read together with that report for com{)iete interpretation. This summary aﬁpltes only to the location of this trench at the
2 time of excavation. Subsurface conditions may change at this location with the passage of time. The data presented are
0 a simplfication of actual conditions encountered.
DESCRIPTION
Forest Duff / Topsoil
1 Weathered Vashon Lodgement Till
Loose, very moist, reddish brown, silty SAND, with gravel, scattered cobbles (SM).
o Abundant roots from 0 to 2 feef.
Becomes medium dense and tan below 2 feet.
3 - Vashon Lodgement Till
Very dense, very moist, grayish tan, silty SAND, with gravel, scattered cobbles, and boulders (SM).
4 - ,
5 !
6
Bottom of exploration pit at depth 6 fest
7 =T Noseepage. No caving.
8 —
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Eaglemont
Monroe, WA
Associated Earth Sciences, Inc. ‘ ;
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KCTP3 120280.GPJ July 12, 2012

LOG OF EXPLORATION PIT NO. EP-10

Depth (ft)

This log Is part of the report prepared by Associated Earth Sciences, Inc. (AESI) for the named project and should be
read together with that report for comfplete interpretation. This summary aﬁplles only to the location of this trench at the
time of excavation. Subsurface conditions may change at this location with the passage of time. The data presented are
a simplfication of actual conditions encountered.

DESCRIPTION
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Forest Duff / Topsoil

| Loose, moist to very moist, reddish brown, silty SAND, with gravel, abundant roots (SM).

Weathered Vashon Lodgement Till

| Very dense, very moist, grayish tan, silty SAND, with gravel, scattered cobbles (SM).

Vashon Lodgement Till

Bottom of exploration pit at depth 5.5 feet
No seepage. No caving.
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